
IntiBEAM
IRF9-3W50-5H(311)
Application
An ergonomic light fixture engineered to produce a precise and focused 5° light beam. It is versatile, 
suitable for highlighting vertical facade features as well as illuminating distant objects with flood lighting.

Light color White 5000 K
CRI > 80
Color binning 2 MacAdam steps
Optics, degrees 5
Delivered lumens, lm 2 950

Voltage, V 230 AC 50 Hz
Wattage, W 31
Power factor > 0,9
Electric class I (first)
Protection class IP66
Operating temperature, degrees C -40 ... +55
IK rating IK10
Control, protocols On/Off
Control, pixel size
Lifespan, hours Not less than 50 000
Warranty, years 3
Dimensions, mm 196x228x119
Weight, kg 3,5

Content of delivery Luminaire, package, passport, mounting 
instructions

Mounting
Surface mounted

Materials
Housing — aluminum alloy; protective glass — silicate tempered glass; bracket — zink-plated steel; 
metalware — stainless steel.

Integrated technologies
Truelight® technology - a comprehensive suite of solutions designed to deliver flawless lighting effects.



Additional codes definition
(311) - basic version

Accessories
shields
BEAM-03-100 - 100 mm high, rounded corners
BEAM-01A-100 - 100 mm high, square corners, stainless steel

Compatible control system devices
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